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CHAPTER 16B
EXTERI OR ELECTRI CAL

16B-01 GENERAL

This chapter covers exterior electrical distribution
systens, aerial and underground, and transforner stations.

Make an inspection of materials prior to installation for
conformance with specifications, plans, and approved shop
drawi ngs. ENG Form 4288, Submittal Register, which lists approved
materials, is essential to this inspection. Conponents for
distribution systems will be inspected before they are installed
and energized. Initial inspection and follow up inspections wll
follow work as required by ER 1180-1-6.

16B-02 AERIAL DI STRI BUTI ON

a. Whod Pol es

Note: If concrete or steel poles are provided be sure that
the poles neet the strength and other criteria provided in the
speci ficati ons.

(1) Check strength (class), length, conditions, and
treatnent of poles against design requirenents. (A current edition
of ANSI Standard 05.1, “Specifications and Dinensions for Wod
Pol es,” should be available to the inspector). Be sure that
certification of conpliance with applicable AWPA preservation
speci fication has been subntted.

(2) Be sure that contractor*s provisions for storage and
handl i ng of poles are in accordance with specification
requi renents.

(3) Usually, specifications require poles to be full
treated rather than butt treated. The preservation specification
shoul d be checked for verification.

(4) Poles should be turned, chanfered, trinmed, roofed,
gai ned, and bored prior to pressure treatnment. Wen field boring
or gaining is necessary, additional preservation should be applied
to bared surfaces.

(5) Examine type of handling tools.
(6) Be sure that gains have been nade for all cross- arns.

(7) A site check of the pole line route and pol e | ocations
shoul d be nade to be sure that pole lengths furnished will be
suitable to carry all intended circuits (including conmmunications)
and still nmaintain required vertical and horizontal clearances
fromthe ground and other obstructions. (A current edition of
ANSI - C2, National Electrical Safety Code, should be available to
the inspector.)

(8) Be sure that the depths of pole holes are equal to
m ni mum speci fication requirenents, and that the wi dth of each
hol e is adequate for backfilling and tanping in 6—nch lifts when
required by the specifications. Surplus earth should be piled
around the pole and tightly tanped to assist in drainage away from
the pole and to conpensate for shrinkage of the backfill.
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(9) If design requires nunbering of poles, see that this is
done correctly.

(10) See that the grading of pole tops is even.

(11) Wen it is necessary to shorten a pole, see that the
cut is made at the top and that it is treated with hot
preservative.

b. Crossarms

(1) Check naterial neets specification requirenents.

(2) Verify wooden crossarnms use proper preservation
treatnent.

(3) Exam ne fastening.

(a) Inspect installation, bolting, setting angle, nunber,
type and length of crossarm and secureness obt ai ned.

(b) Check vertical spacing of multiple crossarns.

(c) Check pin hole spacing.

c. Hardware

(1) Be sure that all ferrous hardware (braces, bolts,
| anps, pins, nuts, washers, screws, etc.) is standard pole line
gal vani zed hardware.

(2) Be sure that all hardware is of the specified strength
size and | ength.

(3) Be sure crossarmpins are of the specified strength and
hei ght .

(4) Bolts should not protrude nore than approxi mately 2-
inches or less than 1/8-inch beyond the nut.

d. lnsulators

(1) Check furnished insulators against specification
requi renents.

(2) Inspect for damage.

(3) Check types and spaci ng of pins.

(4) Determine location of guy insulators.
e. Conductors (Aerial)

(1) Conpare furnished supports with plans and
speci fications:

(a) Stranded or solid.

(b) Copper, aluminum or conbinations of copper and steel
of alum num and steel sized according to the specifications.

(c) Bare, weatherproof covered, or insulated conductors.
Insure that insulation neets the project specifications.
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(d) If messengers are used to support cables check to see
that the are sized, attached and grounded properly.

(2) Check during installation:
(a) Tree trinmng.

(b) Line Sag and Tension are within the specified
requi renents of the contract or NESC

(c) Handling Watch for nethods which will produce twists,
ki nks, abrasions, or cuts.

(d) Method of dead endi ng.

(e) Connectors and treatnment of conductors at connectors or
splices.

(f) Arnor rod and/or arnor tapes on al um num conductors at
supports.

g) Tie wires and nethods of securing conductors to
i nsul ators.

(h) Installations requiring racks and utilization of sane.

(i) Horizontal and vertical clearance between conductors
(ANSI C2).

(j) Installation and | ocation of drip |oops.

(k) Connectors on service drops - If dissimlar netals are
connected be sure that approved connector is used.

(1) Dead ending with approved clanps with strength not |ess
than that of the conductor.

(m Area requiring special protection.

(n) Requirenents for neutrals.

f. Gyving

(1) Conpare the type of guy with its intended use.

(2) Check type and size of anchors agai nst ground
condi tions.

(3) Check naterials to be used especially in areas where
anchor rod corrosion nay be a problem

(a) Check for protective thinbles and thinble eye bolts.

(b) Examine three-bolt clanps at guy termnals.

(4) Check during installation:

(a) Anchor distance from poles (Anchor and guy strength is
based on 1 to 1 slope. If the distance between pole and anchor
rods has to be decreased, strengths nust be increased)

(b) Location of guy insulator if required.
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(c) Point of attachment on pole.

(d) Installation of rock anchors.

(e) Location of expansion anchors and | og anchor rods.

(f) Need for additional guys.

(g) Installation of guy protectors.

(h) Gaining of poles for push braces.

(i) ldentification of primary phases stanped on all
transition poles and at all substations entering and | eaving.

(j) Length of anchor rods.

(k) Gounding and bondi ng of guys when specified.

(') Quy markers are in place.

g. Transfornmers

(1) Check nethod of nounting:

(a) Determne capacity of transforner or banks of
transforners.

(b) See if nmethod of nounting is simlar to adjacent
connected system and notify supervisor of deviation.

(2) Check naterials:

(a) Confornmance with applicable ANSI and | EEE Standards.

(b) Primary and secondary vol tage rating, kva capacity, and
taps.

(c) Applicable ANSI and | EEE Standards for accessories of
different capacity transforners, such as thernonmeters, |iquid
level indicators, liquid sanpling devices, external tap changers.

(d) Transformer hangers for rigid nounting on the
crossarns.

(e) Transformer bushings for rigid mounting with no
evi dence of cracks of chips.

(f) Transformer tanks for pin hole |eaks.

(g) Inpulse test certification if required by
speci fication.

(3) Check during installation:

(a) Correct tap setting.

(b) Even distribution of weight of transformer banks.

(c) Munting, crossmans, braces, wiring on pole nounting of

H frame nountings.
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(d) Primary and secondary connecti ons.

(e) Gounding of transformer tanks.

(f) Rating of protective fuses.

(g) Accessibility of fused cutouts on pole.

(h) Type of electrical connections.

(i) Fused cutouts and lightning arrestors installed on the
primary side of each transformer supplied froman exterior

distribution system

h. Primary and Secondary Fuse Cutouts

(1) See that approved type is used. Is it indicating or
dropout; encl osed or open?

(2) Check current and voltage rating and short circuit
interrupting capacity against design requirenents.

(3) Be sure fuse links are of the capacity and del ay
specified and that they do not exceed the capacity of connected
conductors. (Capacity tables for conductors nay be found in NFPA
Handbook 70, National Electrical Code).

(4) Check connection points of |ine conductors and | oad
conduct or s.

(5) Exam ne type of bracket. Be sure bracket is secure,
clear of adjoining structure, and convenient for operation.

i. Lightning Arrestors

Check:
(1) Location.

(2) Voltage rating and type agai nst specification
requirenent.

(3) Mounting bracket.
(4) Gounding connectors.
(5) Gound resistance prior to energizing the line.

(6) Arrestors are not used as insulators to support
conduct or s.

j. Pole Top Switches

(1) Conpare switches with approval, making sure that
correct current and voltage rated ones are used.

(2) Assure that contact surfaces will operate under ice
condi tions.

(3) Watch arcing horns for contact during operation.
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(4) See that operating rods are provided with an insul ator
inthe rod if specified.

(5) Make sure operating handle is equipped with lock and
keys. If interlocking keying is specified, be sure it is
furni shed. Check out interlocking.

(6) Examine | ocation of operating handl e for conveni ence
and safety.

k. G ounding

(1) Check type of ground conductors agai nst design.

(2) Inspect exotherm c welded ground connections for size
rod, connector and powder charge agai nst manufacturer*s
reconmendat i ons.

(3) verify that ground rods are properly spaced relative to
the pol e.

(4) Exam ne nechani cal groundi ng connectors.

(5) Check connectors to al umi num conductors. Connectors
must be approved for al unmi num

(6) See that grounding conductors are protected from
mechani cal injury.

(7) Deternmine and record ground resistance; also determ ne
need for additional ground rods.

(8) Record driven depth of ground rods.

(9) Insure that all noncurrent carrying netal parts on pole
are grounded when specified.

(10) Check for separate groundi ng conductors and rods for
lightning arrestor and equi pment when required by specifications.

I. Street Lighting

(1) Examine all street |ighting conponents.
(a) Check lighting bracket.

(b) When inspecting fixtures watch for:

- Light diffusing pattern.

- Open or enclosed type.

- Caskets to protect the gl obe.

- Filmcutouts on series systens.

- Free access for maintenance.

- Insulating transformers.

(c) Inspect regulator for kwrating, input voltage, and
out put current.
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(d) Verify protector and control equi pnent vol tage rating.
(2) Check during installation:
(a) Height of fixture.

(b) Lightning arrestors and fused cutouts installed on each
phase of the supply to the protector.

(c) Al ferrous surfaces hot dip gal vani zed.

(d) Each fixture will be secured with required nunber of
through bolts of correct size.

(e) Al netallic poles or standards.

m Underground Risers

(1) Examine conduit clanps for size and nunber.
(2) Check duct seal at the conduit terminations.

(3) Look for listed insulated bushings at the conduit
term nation.

(4) Check cable term nations.
(5) Inspect during installation:
(a) Lag screws used on the conduit clanps.

(b) Cable supports to elimnate weight on the cable
term nations.

(c) Metallic conduit bel ow grade has approved protective
finish as required.

(d) Stress cones on shiel ded cable.
(e) Safe clinbing space.

16B- 03 UNDERGROUND DI STRI BUTI ON

a. Duct System
(1) Check:

(a) Materials
(b) Method of encasenent
(c) Painting

(d) Duct supports and spacers for size to maintain duct
spaci ng.

(2) Check during installation:
(a) End bells and bushings at duct terminations.

(b) Gound bushings at all conduit terminations.
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(c) Strength of concrete and presence of reinforcing steel
where required under roads, paved areas, etc.

(d) Conpacted subgrade.

(e) Spacers and spaci ng between ducts and mi ni mum concrete
cover all sides of ductbank.

(f) Spacing between electric and signal ducts.

(g) Alignnent and grade of conduits, especially during
encasement with concrete.

(h) Staggering of conduit joints.

(i) Adapters for joining dissimlar types of duct (see that
they are not field fabricated)

(j) Changes in direction made with factory fabricated
devi ces.

(k) Ducts secured in the forns.
(1) Ducts pitched to drain.

(m Duct plugs used during construction and on all spare
duct s.

(n) deaning of ducts.

(o) Seal duct entrances into manhol es.
(p) Cover over ducts.

(g) Pull wires in place.

(r) Mnimmcurve radius of duct line in accordance with
speci fication.

(s) Installation of marker if required by specifications.

b. Manhol es, Handhol es. and Underground Vaults

(1) Verify size according to specifications.

(2) Check that duct entrances are |ocated to avoid sharp
cabl e bends or sufficient space is allotted to pernit a reverse
cabl e bend.

(3) Deternmine strength of concrete.

(4) Check quantity and size of reinforcing steel.

(5) Check strength of cover and frame, narking of cover,
and nachine finished joint between frane and cover.

(6) Be sure that approved cable racks, pulling irons,
steps, ground rod, etc., are provided in the specified quantity.

(7) Check during installation:
(a) Sequence of concrete placenment (Construction joints are
undesi rabl e between the base and walls.)
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Seal around duct entrances and plug unused ducts.
Pull irons are | ocated opposite duct entrances.
Wat er pr oof i ng.

Sunp or drain.

Quantity and location of cable racks, hooks, and

insul ators.

(9)
(h)
C.

(1)
(2)
(3)

j acket or
(4)
(5)

G ound rod and ground cabl e.

G oundi ng of cable racks and | ead cabl e sheat hs.
Prinmary Cables

I nspect splicing kits and net hods.

Check qualification of cable splicer.

Check cables for insulation, shielding, stranding,
sheath and vol tage rating.

Exam ne pot heads and pot head conpounds.

Check during installation that proper cable linits,

pul I'i ng techni ques and equi prent are used to prevent cabl e danage.

(2)

Type of pulling conpounds: Verify that the conpound is

conpatible with the cable and does not affect the flame
retardation of the cable.

(b)
(¢)
(d)
(e)
(f)
(9)
(h)
(1)
(1)
(k)
(1
(m
d.

(1)

Setup of reels (Do not Kkink).

Cabl es seal ed for pulling.

Abrasion to sheaths on manhol e frames.

Even tension used in cable pulling.

Cabl e routing in manhol e.

Splicing or terminating of cable.

Conductor identification tags.

Stress cones at splices and term nations.

G ound shielding at splices and pot heads.
Abrasi on or damage to cabl e by draggi ng on ground.
Fi reproofing cables in manhol e when specifi ed.
Required tests.

Direct Burial Cable

Verify cable burial depth.
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(2) Check protective covering or arnor. Check
manuf act urer*s designation for use. Conpare material with approval
dat a.

(3) Check during installation:

(a) Type of bedding and covering (should be snooth and free
of stones and sharp objects)

(b) Use of untreated plank over cable when specified.
(c) Method of Iaying.

(d) Weaving of cable in trench.

(a) Radius of bends.

(f) Splices (mnimzation).

(g) Use of approved splicing kits.

(h) Installation of concrete cable markers with letter and
arrow or tape nmarkers as specified..

(i) Concrete encased conduits wth bushings under traffic
crossi ngs.

(3) Spacing between cabl es.

(k) Conpaction over cabl es.

a. Pot heads

(1) Check size of the conductors or cables.
(2) Check stuffing box or wiping sleeve.

(3) Verify that conpound is approved and installed as
required.

(4) Make sure that installer is a qualified splicer.
(5) Check stress cones.
(6) Test conpound for correct pouring tenperature.

f. Transformers in Fenced Enclosures

(1) See that ferrous naterials are protected with
gal vani zed finish or are painted per specifications.

(2) Insure transformers, potheads, fused cutouts and
lightning arrestors conformw th the electrical characteristics
speci fied and/ or approved.

(3) Check installation of primary and secondary cabling for
stress cones, waterproof connections, and insulators.

(4) Check during installation:

(a) Swing of gates.
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(b) Drainage of transformer pad.
(c) HEevation of transformer off pad.

(d) Gounding of all noncurrent carrying metal within the
encl osure.

(e) Gounding of the fence and gate.

(f) Proper grounding of prinary (e.g. surge arresters) and
secondary (e.g. neutral) equipnent.

(g) Space available in transformer enclosure

(h) Bonding of all metal conduits termnating in the
transformer enclosure to the ground system

(i) Proper warning signs affixed to enclosure fence.

(j) Welds on fence structure are protected in accordance
wi th specifications.

g. Pad Mounted Tranfornmers wthout Fenced Enclosures

(1) See 16B-02g, and 16B-03f.

(2) See that tanper proof enclosure has not exposed bolts,
nuts, or fittings, the renoval of which would give access to live
internal parts and that neters, valves and other accessories are
within | ocked enclosure or otherw se resistant to tanpering, and
that ventilation openings are so protected that a wire cannot be
inserted to contact a live part.

(3) Verify that accessories, such as lightning arrestors,
sw tches, gauges, etc., are furnished as specified.

h. Testing General discussion with the contractor on LOCK-
QUT/ TAG QUTpr ocedur e before any testing.

16B- 04 CATHODI C PROTECTI ON

a. Ceneral

(1) Cathodic protection is provided to preserve underground
or underwater netallic structures including submerged interior
surface of water storage tanks from corrosion. Corrosion takes
pl ace at points where electrical current |eaves the netal and
travel s through the ground or electrolyte to another netal or to a
different place on the sanme pipe or structure. Corrosion is
arrested when an el ectronotive force is inpressed on an
under ground or underwater netallic structure in such a way as to
make the entire structure cathodic with respect to the adjacent
soil or water.

(2) Cathodic protection can be provided as described above
or in the followi ng manner: Sacrificial galvanic anodes are used
having a difference of potential with respect to the structure to
be protected. The anodes are nmade of a material, such as magnesi um
or zinc, which is anodic with respect to the protected structure.
The gal vanic —anode systemis designed to deliver relatively
smal | current froma |arge nunber of anodes.
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(3) In addition to the follow ng, conplete the CP
Acceptance Criteria during the Quality Assurance inspection.

b. Shop drawi ngs

(1) The following itens, if required in the work, nust be
approved prior to installation:

Anodes El ectrical boxes
Conduct or s Splicing materials
Rectifiers Anode Hanger for tanks
Condui t Tr ansf or ner

(2) Check naterial brought to the job site against approved
shop draw ngs.

c. Anodes

(1) Be sure the anodes are not broken while being installed
(Sorme anodes, such as duriron, are very brittle)

(2) Do not vary the spacing of the anodes nore than 5%
ei ther way.

(3) The location of the anode bed should not be changed
wi t hout consulting your supervisor.

(4) Be sure the anodes are installed in accordance with
desi gn and specifications.

d. Conductors

The insulation on the conductors nust not be damaged during
construction on inpressed current systens. If it is damaged, the
conductor nmay be soon be destroyed by electrolytic action.

e. Conductor Connections

Assure that joints are nechanically secure and that they
are water tight.

f. lnsulating Joints

Determine if insulating joints in pipe structures are
required. Install in accordance with construction draw ngs. The
insulating joints are used to acconplish the follow ng: Isolate
dissimlar netals; sectionalize pipe lines with dissimlar
coatings; sectionalize one cathodic protection systens from
anot her .

g. Bonding

(1) See that pipe joints are bonded (if called for in the
contract) before the pipe line is backfilled.

(2) Be sure that bonds to other piping systens or
structures are installed. If they are the resistor type, see that
they are adj usted.

h. Test Points

Test points nust be | ocated exactly as shown on contract
dr awi ngs.
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i. Foreign Pipes and Structures

(1) Foreign pipes and structures nay require cathodic
protection.

(2) 1If you should discover, in the vicinity of the cathodic
protection system underground netal pipes or tanks that were
unknown to the designer, bring themto your supervisor*s
attention.

j. Backfill for Underground Metallic Structure

(1) Backfill of pipes and tanks nust not contain rock or
material s which woul d danage the coating on the structure or pipe.

(2) Check to see that only specified type of backfill is
used. G nder backfill should never he used.

k. Auxiliary Egui pnent

Check the installation of the rectifiers, transforners,
conduit, and other electrical equipnment using applicable parts of
Chapt er 16.

|. Electrical Measurenents

(1) Inpressed current system —Informyour supervision when
the installation is conplete.

(2) Sacrificial type anode system (using netallic anodes
wi t hout external power supply) - Informyour supervisor when
systemis conplete, prior to bonding the anodes to the structure.

m Starting and Adjusting

Do not start the systemto nmake adjustnents. Request your
supervi sor or the CQC representative to obtain the services of one
qualified in cathodic protection systens to performthese
functions.

n. Record of Testing

otain a copy of the readings taken by the cathodic
protection expert, including the potential neasurements of the
pi pe before and after protection is applied, rectifier current and
vol tage readings for each set of potential nmeasurenments after the
systemis connected. These readi ngs should be kept in the job
records and turned over to the using agency when the work has been
conpl et ed.

16B-05 ENERGY MONI TORI NG AND CONTROL SYSTEMS ( EMCS)

When inspecting Energy Mnitoring and Control Systens use
Huntsville Division*s publication, CEHND SP-91-005-DE-ME, April
1991 or as updated, Quality Verification Quidelines for EMCS. In
order to provide the best product for the customers, the
District*s Construction Division EMCS Techni cal Coordinator nust
be actively involved during the construction phase. Any questions
whi ch the Areal/Resident Engi neer cannot answer, should go to the
technical Coordinator. The District can then call a Special
Eval uati on Group neeting to resol ve any unusual or
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precedent setting questions. Al Value Engineering proposals
presented during any phase of the project nust be reviewed by the
Mandatory Center of Expertise (MCX) for EMCS at Huntsville
Di vi si on.
16B-08 RF SH ELDED FACILITY

Direct all questions which arise during the construction

phase of a C41 (RF Shielded) facility to the Protective Design
Mandatory Center of Expertise (PD MCX)
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